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The comprehensive analysis of structure and properties was performed for the blood and
blood vessels. This analysis shows that the blood may be considered as a liquid only in large
and middle vessels, where a diameter of vessel is much more than a dimension of blood
cells and their aggregates. In addition, taking into account the inﬂuence of complex internal
structure on its mechanical properties, it is necessary to consider it as a non-Newtonian liquid.
In this regard, the non-Newtonian liquid with the power connection of the stress tensor with
the strain velocity tensor was chosen for mathematical modelling of liquid. The pulsating ﬂow
is created by the pulsating nature of the boundary condition for the blood ﬂow at the input
cross-section. The vessels are considered as thick-walled cylinders with hyperelastic walls.
The interaction between blood and vessel wall is deﬁned by means of semi-slip boundary
condition. Computer simulation was performed in software complex ANSYS with the use of
the direct conjugating module CFX and the module ANSYS “Multiphysics”. As a result, the
pressure and stress wave propagation on the vessel wall was obtained.
Keywords: mathematical modelling, pulsating blood ﬂow, non-Newtonian liquid, defor-
mable blood vessels.
Introduction. One of the main diﬃculties, arising in computer simulation of
haemodynamics, lies in an account of the complicated blood structure and mechanical
properties. As is known, the blood consists of liquid plasma and deformable blood cells,
which comprise up to 46% of the blood volume (Fig. 1), and their mechanical properties
and inner structures are poorly studied.
The main part of blood cells (about 90%) comprises erythrocytes. In blood ﬂow
they can create aggregates of column form, which also changes the ﬂow pattern and its
mechanical properties [1] (Fig. 2).
In essence, the blood is a suspension, having complicated and varied structure. In
connection with this the consideration of blood as a two-phase medium contains signiﬁcant
simpliﬁcations [2, 3]. By this reason, ﬁrst of all, the blood may be considered as a liquid only
if the blood vessel diameter is much greater than dimensions of cells and their aggregates.
Furthermore, since the presence of blood cells signiﬁcantly inﬂuences its rheology and, as
a consequence, aﬀects the nature of the ﬂow [4], blood may be considered only as non-
Newtonian liquid that, in its turn, aﬀects the nature of the ﬂow [4]. The special attention
was paid to this eﬀect in [5]. It is also important to take into account the non-Newtonian
blood properties in cases of vessel pathologies [6]. Eﬀects of the non-Newtonian viscosity
of blood on ﬂow in diseased arterial vessels even for steady ﬂows was underlined in [7].
Besides, due attention should be given to the pulse nature of blood ﬂow in arteries,
as it is shown in Fig. 3, which was obtained during the medical investigation of a patient.
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Figure 1. The blood cells
Figure 2. Formation
of the erythrocyte aggregates
Figure 3. The variation of blood ﬂow Q with time t at the entrance to the simulated artery
section (A,B,C,D,E, F,G,H are the physiologically characteristic points of pulse wave)
Вестник СПбГУ. Прикладная математика. Информатика... 2018. Т. 14. Вып. 2 159
But as the vessel is further and further from the heart the pulse wave grows weaker
and changes its form. This circumstance should be taken into account when using this
characteristic as the boundary condition.
Another diﬃculty is the complicated vessel structure and insuﬃcient knowledge of
vessel mechanical properties, which are essential for their modelling and the and the
subsequent hydroelastic setting of the “ﬂuid-structure” problem. As a result, the authors
are usually forced to use only simpliﬁed models.
In this connection it must be emphasized that this blood vessel property manifests in
various degrees for diﬀerent vessels.
Since the aorta is the most rigid vessel, its wall can be considered as undeformable
[8–11]. However, the vessels which are located further from heart have deformable walls,
and this should be taken into consideration (see, for example, [12]).
Of great importance is the interaction between the blood and the vessel wall. It should
be noted that the “no-slip” condition, which is usually used as the boundary condition
when solving problems of viscous liquid ﬂow, is unacceptable for the adequate description
of interaction between the blood and the vessel wall [13]. The matter is that the blood
cells do not stick to a healthy vessel wall and slide along it due to their electrochemical
properties. In this connection it would be appropriate to use the so-called “semi-slip”
condition. The expediency of this condition application for smooth surfaces was pointed
out in [14].
Mathematical model of blood. The blood was considered as a non-Newtonian
liquid with Power law for correlation between the stress tensor and the strain velocity




where T is the viscous stress tensor, D is the strain velocity tensor and I2 is its second
principal invariant of D. Having the expression of this power law the system of governing




= ∇(−pI + T ), (2)
here v is the velocity vector and I is the identity tensor. In addition to this, the equation
of continuity should be written
divv = 0. (3)
The rest state was chosen as the initial condition for the equations (1) and (2) with
relationship (3), that is
v|t=0 = 0. (4)
After the calculation process starts, it continues until reaching a steady state regime.
The boundary conditions were set in the following manner. At the input cross-section
of the considered vessel part the pulsating blood ﬂow was given as it is shown in Fig. 2.
The output cross-section is mentally placed so far that the velocity could be considered
constant and would have only a longitudinal component v. The pressure is also constant,
that is
v|output = const, p|output = const.
Since, while moving through the vessel the blood cells do not adhere to the vessel
wall, the no-slip condition, which is usually used for viscous liquid ﬂows through pipes,
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is unacceptable for blood ﬂow through the vessels. Because of this, the so called semi-
slip condition was suggested to use. In this case the longitudinal component of velocity
decreases to a certain preassigned value v0 (Fig. 4), which is the boundary condition at
the wall:
v(r0, φ, t) = v0.
The degree of semi-slip is usually deﬁned by the parameter b.
Figure 4. The velocity proﬁle of blood ﬂow between vessel axis and vessel wall
in the case of semi-slip condition
Mathematical model of blood vessel. Blood vessels are considered as the thick-
walled cylinders. The wall material is hyperelastic orthotropic and incompressible. In this
case the wall’s mechanical properties are described by the speciﬁc deformation energy W .




−∇(F (u)S(u)) = 0,









where u is the wall displacement vector; ρ is the density of the wall material; F is the
deformation gradient; S is the second Piola—Kirchhoﬀ stress tensor; E is the Green strain
tensor. The boundary conditions which connect the movements of the blood and wall with
regard to semi-slip condition are as follows:
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|wall · τ ,
σ|wall · n = −(F (u)S(u))|wall · n,
σ|wall · τ = −(F (u)S(u))|wall · τ ,
here n and τ are the normal and tangent vectors of boundary, and v and σ are the blood
velocity and stress on the wall. The stress normal component at the external wall boundary
was taken equal zero.
Calculations. Calculations were performed in software complex ANSYS with the
use of direct conjugating program modul CFX, destined for the liquid ﬂow simulation,
and the module ANSYS “Multiphysics”, destined for simulation of the stress-strain state.
For this purpose, the three space models of blood vessels were constructed with the
help of computer program CAD and then were passed into ANSYS ICEM CFD for the
construction of the three-space hexagonal deformable mesh with concentration near the
wall. Exchange of the information between modules CFX and “Multiphysics” takes place
at each time step, as it is shown in Fig. 5.
Figure 5. The diagram of interaction between modules ANSYS CFX and ANSYS “Multiphysics”
Results. As a result, the pressure wave propagation in the vessel and stress wave
propagation in vessel wall together with the vessel strain during the pulse wave passage
were obtained. The examples are shown in Figs 6 and 7.
Figure 6. The pressure wave propagation in the vessel
Discussion. Thus, the model of pulsating ﬂow in the artery with deformable wall
was developed. Two principal positions were used as a basis for computer simulation: the
mechanical models of blood and blood vessel. The blood was considered as non-Newtonian
liquid with Power law for correlation between the stress tensor the strain velocity tensor.
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Figure 7. The stress wave propagation in the vessel wall
This law contains two parameters n and k, which are usually consider as constant. In
fact, they can vary along the stream and cross-section, but the nature of this change has
not been adequately studied. There are reasons to assume that these constants depend on
hematocrit [15], but there are only assumptions of speciﬁc kind of this dependence.
It is necessary to point out impossibility to develop the vessel mechanical model
considering the inner structure of its wall. By this reason, the authors are forced to
use averaged properties and consider the wall material as hyperelastic orthotropic and
incompressible, although this variant is not unique.
In general, it is necessary to ascertain that the main obstacle on the way of computer
simulation of medico-biological objects and processes is not absence of mathematical
instrument and computer technologies but deﬁciency of physiological knowledge and
speciﬁc data, which are required for construction the more adequate models.
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В статье приводится анализ структуры и механических свойств крови и кровеносных
сосудов. Он показывает, что кровь можно считать жидкостью только в крупных и сред-
них сосудах, где диаметр сосуда много больше размера клеток крови и их агрегатов.
Кроме того, принимая во внимание влияние сложной внутренней структуры крови
на ее механические свойства, кровь необходимо моделировать неньютоновской жид-
костью. В связи с этим для моделирования крови выбрана неньютоновская жидкость
со степенной связью тензора напряжений с тензором скоростей деформаций. Пульси-
рующий поток для этой модели крови формируется за счет пульсирующего характера
входного граничного условия. Кровеносные сосуды рассматриваются как тонкостенные
цилиндры с гиперэластичными стенками. Взаимодействие потока крови со стенками со-
суда осуществляется в соответствии с режимом полупроскальзывания. Компьютерная
реализация предложенной модели потока крови была выполнена при помощи пакета
ANSYS с использованием метода расщепления с последующим прямым сопряжением
модуля CFX и модуля ANSYS “Multiphysics”. В результате были получены напряжения
и деформации на стенке сосуда при прохождении пульсовой волны.
Ключевые слова: математическое моделирование, пульсирующий поток крови, ненью-
тоновская жидкость, деформируемые кровеносные сосуды.
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